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Therm-O-Hot Patch™  
Datasheet Code  US: 5-14-1060  

 

Product Description 

Therm-O-Hot Patch is an ideal insulating material for fast, easy, refractory repairs. Therm-O-Hot Patch is 

composed of exfoliated vermiculite with binders and is a heat-set product. It has a service range to 1900°F 

(1038°C), is premixed and shipped in a five gallon pail. Therm-O-Hot Patch can be used for joints, cracks in 

walls, arches and furnace roofs to stop heat leaks. Therm-O-Hot Patch makes an excellent seal for “hot” walls, 

bulkheads and arches, minimizing cold air infiltration and conserving heat loss. 

 

Simply open the pail, and depending upon the method of application required, pump, caulk, spray, or trowel in 
place. Therm-O-Hot Patch will adhere well to all surfaces and dry quickly with minimal shrinkage. The product 
has excellent shelf life and if additional workability is needed, then water can be added and the product remixed.  
 
Features 
 Service range to 1900°F (1038°C) 
 Excellent for fast, easy, hot surface repairs 
 Adheres well to all surfaces 
 Dries quickly 
 Excellent shelf life  
 
Applications 
 On the spot repair jobs to side walls, end walls, ports or furnace roofs 
 A sealer for “hot” walls, bulkheads, and arches 
 Reduce cold air infiltration 
 Reduce heat loss 
 Good for expansion joint areas 
 
Availability 

Products 
5 

gallon 
pail 

Therm-O- Hot Patch X 
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The values given herein are typical average values obtained in accordance with accepted test methods and are subject to normal manufacturing variations. They are supplied 
as a technical service and are subject to change without notice. Therefore, the data contained herein should not be used for specification purposes. Check with your Morgan 
Advanced Materials office to obtain current information. This product may be covered by one or more patents or foreign equivalents: A list of patent numbers is available 
upon request to Morgan Advance Materials plc.   
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Mastics Product Name Therm-O-Hot Patch 

Fiber Class Crystalline Silica 

Material Grade Pumpable 

Physical Properties 

Color light brown 

Continuous Use Temperature, °F 1800 

Continuous Use Temperature, °C 982 

Classification Temperature, °F 1900 

Classification Temperature, °C 1038 

Density, dried @ 230°F, pcf 22.4 

Denisty, dried @ 110°C, kg/m3 359 

Density, dried @ 1500°F, pcf 21.4 

Denisty, dried @ 816°C, kg/m3 343 

Density, wet, pcf 60 

Denisty, wet, kg/m3 961 

Shelf life, months 12 

Permanent Linear Shrinkage, %, 24 hours 

1500°F (816°C) -1.5 

Chemical Analysis, % weight basis after firing 

Alumina, Al2O3 19 

Silica, SiO2 46 

Ferric oxide, Fe2O3 8.9 

Calcium oxide + Magnesium oxide, CaO + MgO 19 

Other 2.1 

Alkalies, as Na2O and K2O 4.4 

Thermal Conductivity, BTU•in/hr•ft2, per ASTM C201 

400°F 0.76 

800°F 0.97 

1200°F 1.25 

1600°F 1.56 

Thermal Conductivity, W/m•K, per ASTM C201 

204°C 0.11 

427°C 0.14 

649°C 0.18 

871°C 0.22 
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